HARVARD PRODUCTS

QUALITY BUILDING COMPONENTS

Fiberglass Door Series

THE A-1 FIBERGLASS DOOR

FEATURES
e Full 1-3/4" thick panel

* Capped edge design
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FOR A1 SERIES ONLY

* Pre-hung 4-way universal swing

* Frame has common header/threshold and nailing and
non-nailing jambs, available in white, brown, or mill frame

¢ 2-3/4" backset standard
* Fixed-pin hinges

Flange can be installed on either
side to provide either inswing or
outswing application

* Nylon lockset insert

e Aluminum frame

* White fiberglass panel

OPTIONS

* Windows

* Dead bolt lockset
* Door closer

* Double door with astragal
* Nailing flange - installed or packaged separately
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FIBERGLASS DOORS

A1-3068WMFG 375/16X811/8 3/0 X 6/8 MILL FRAME WHT FIBERGLASS PNL
A1-4068WMFG 475/16X811/8 4/0 X 6/8 MILL FRAME WHT FIBERGLASS PNL
A1-6068WMFG 745/16X811/8 6/0 X 6/8 MILL FRAME WHT FIBERGLASS PNL
A1-3068WWFG 375/16X811/8 3/0 X 6/8 PAINTED FRAME WHT FIBERGLASS PNL
A1-4068WWFG 475/16X811/8 4/0 X 6/8 PAINTED FRAME WHT FIBERGLASS PNL
A1-6068WWFG 745/16X811/8 6/0 X 6/8 PAINTED FRAME WHT FIBERGLASS PNL

NEW PRODUCT
FIBERGLASS DOORS

Corrosion Resistant
Textured Panel
Aluminum Capped edge
Includes our standard nylon lock insert

Call in to request a catalog with our new products 800-526-1958.
Visit our website to see our vast product selection www.harvardproducts.com




